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AP921
750

9 SINGLE 
ACTING

2 POSITION
/ 2 WAY

ADVANCE
/ RETRACT*

442 170 89 - - - 179
1/4” (CP212 COUPLER) 5.4

AP922 3/8” (CP332 COUPLER) 5.4

AP18S 8000 505 312 312 142 251 149 - 3/8” 20**

AP1600S 1600 242 128 90 258 154 114 205 - 7.3

AP3000S 3000 305 160 90 325 152 114 205 - 10

AP18D 8000

9 DOUBLE 
ACTING

3 POSITION
/ 4 WAY

ADVANCE
/ HOLD

/ RETRACT

505 312 312 142 251 149 - 3/8” 20**

AP1600D 1600 242 128 90 258 154 114 205 - 7.3

AP3000D 3000 305 160 90 325 152 114 205 - 10

* = HOLDS PRESSURE IN ADVANCE POSITION WHEN VALVE MOTOR IS SHUT OFF.
** = WEIGHT EXCLUDING HYDRAULIC OIL.

AP921 / AP922

AP1600 / AP3000

AP18

RESERVOIR CAPACITY 750 ► 8000 (C.C)
MAXIMUM PRESSURE 10’000 PSI (700 BAR)
SINGLE AND DOUBLE ACTING DESIGNS
AIR CONSUMPTION 9CFM
RUGGED CONSTRUCTION
BUILT FOR LONG SERVICE LIFE

AIR / HYDRAULIC PUMPS ELECTRIC / HYDRAULIC PUMPS (1/2 HP)

136 STEERFORTH


