
ORDER
CODE DESCRIPTION

VC331* ONE WAY NEEDLE VALVE (3/8” ► 3/8” NPT)

VB101 ONE WAY NEEDLE VALVE (3/8” ► 3/8” NPT)

VB102 ONE WAY NEEDLE VALVE (1/4” ► 1/4” NPT)

VB66** ONE WAY MANUAL CHECK VALVE (3/8” ► 3/8” NPT)

ORDER
CODE DESCRIPTION

M0039 1000 BAR HIGH PRESSURE Ø63 GAUGE (1/4” NPT)

M0040 1000 BAR HIGH PRESSURE Ø100 GAUGE (1/4” NPT)

E0567 3/8” NPT ► 3/8” NPT 700 BAR GAUGE ADAPTOR

E1336 3/8” NPT ► 1/4” NPT 700 BAR GAUGE ADAPTOR

E1343 1/4” NPT ► 1/4” NPT 700 BAR GAUGE ADAPTOR

E1745 3/8” NPT ► 3/8” NPT 700 BAR GAUGE ADAPTOR (115MM)

ORDER
CODE

A
(mm)

B
(mm)

C
(mm)

D
Ø(mm)

E
(mm)

F
(mm) SUITABLE FOR

BCR5 28 41 14 16 16 25

SSS51 ► 2514

BCR10 43 59 25 22.3 25 34

BCR15 43 62 25 22.3 25 37

BCR25 57 74 38 31.8 31 43

BC5 44 48 14 16 16 25

BC10 63 67 25 22.3 25 35

BC15 76 67 25 22.3 25 35

BC25 95 79 38 31.8 31 41

BA10 9 110 230 58 - - SSS102 ► 1014

BA25 16 126 280 86 - - SSS252 ► 2514

ATS10 35 11.5 22 - - - SSS102 ► 1014

ATS25 50 14 36 - - - SSS251 ► 2514

AB5 88 25 76 1-1/2”x16 - -

SSS51 ► 2514
AB10 114 25 88 2-1/4”x14 - -

AB15 101 38 114 2-3/4”x16 - -

AB25 127 50 165 3-5/16”x12 - -

* = PRECISE FLOW TYPE: TO BE USED AS A SHUT OFF VALVE FOR TEMPORARY LOAD HOLDING.
**= CAN BE USED WITH SINGLE OR DOUBLE ACTING CYLINDERS.
MANUAL OPERATION  MEANS UPON CYLINDER RETRACTION THE VALVE  IS MANUALLY 
OPENED TO ALLOW OIL FLOW BACK TO TANK. 

PLEASE NOTE: GAUGES  ARE CALIBRATED TO READ IN BAR AND PSI TO MEET
DIN STANDARD ACCURACY (PERCENTAGE OF FULL SCALE = ±1.6%).
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700 BAR MAXIMUM WORKING PRESSURE
1/4”NPT ► 3/8”NPT FITTINGS
MANUAL OPERATION

1000 BAR HIGH PRESSURE GAUGE (LIQUID FILLED)
700 BAR WORKING PRESSURE ADAPTORS
1/4”NPT ► 3/8”NPT FITTINGS

SPECIALISED MOUNTINGS AND ACCESSORIES FOR USE WITH
THE ‘SSS’ TYPE CYLINDER RANGE.

146 STEERFORTH

NEEDLE VALVES & FLOW CONTROL

HIGH PRESSURE GAUGE & ADAPTORS

ACCESSORIES FOR ‘SSS’ TYPE CYLINDERS


