
C2

                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                               C1 

V2                                                                                                                                                                                                          V1 

SINGLE ACTING TYPE
(REFER TO UPPER TABLE)

C2              C1 

V2                                                                                       V1 

DOUBLE ACTING TYPE
(REFER TO LOWER TABLE)

ORDER                  
CODE

MAX
(ltr/min)

A
(mm)

H
(mm)

F
(mm)

E
Ø(bsp)

W
(mm)

N
Ø(mm)

D
(mm)

D1
(mm)

S
(mm)

PILOT 
RATIO

RPV2190B600 40
149 60 100

3/8” 60
9 30 30 30 1:4.5

RPV2190B800 60 1/2” 65

RPV2290B600 40
248 60 150

3/8”
110 9 48 40 30 1:4.5

RPV2290B800 60 1/2”

ORDER 
CODE

PORT CENTRES PORT
Ø(mm)

SINGLE / DOUBLE
ACTING

MIN (mm) MAX (mm)

RPCVK38S* - - 3/8” SINGLE
ACTINGRPCVK12S* - - 1/2”

RPCVK38DS 185 685 3/8”

DOUBLE
ACTING

RPCVK12DS 185 685 1/2”

RPCVK38DL 185 2085 3/8”

RPCVK12DL 185 2085 1/2”

ORDER 
CODE

A
(mm)

F
(mm)

H
(mm)

T
Ø(mm)

G
Ø(mm)

C
Ø(mm)

D
(mm)

D1
(mm)

SUITABLE FOR VALVE 
TYPE

RPV999080 45 45 25 9 M8 - 30 30 RPV2190B600 / 800

RPV999085 100 55 25 9 M8 14.5 48 40 RPV2290B600 / 800

PLEASE NOTE: V1 / C1 PORTS = OIL FEED / RETURN
                            V2 / C2 PORTS = RAM FEED / RETURN

* = SINGLE ACTING KITS ARE NOT SUPPLIED WITH PIPEWORK, BUT ARE
      SUPPLIED WITH DIN CONNECTION & BANJO.

SINGLE ACTING TYPE (RPV2190)

DOUBLE ACTING TYPE (RPV2290)

STEEL - ZINC PLATED
SINGLE & DOUBLE ACTING
PILOT RATIO = 1:4.5 ► 1:5.5

MAX PRESSURE 350 BAR

STEEL

STEEL - ZINC PLATED
SINGLE & DOUBLE ACTING

KITS INCLUDE SUB PLATE, BOLTS & PIPE WORK
PILOT RATIO = 1:4.5 ► 1:5.5

MAX PRESSURE 350 BAR

STEERFORTH 97

OVERCENTRE VALVES - FACE MOUNTED

SUB PLATES FOR FACE MOUNTED OVERCENTRE VALVES

FACE MOUNTED OVERCENTRE VALVE KITS


