
ORDER 
CODE

PORT
Ø(mm)

KIT 
SIZE

PORT CENTRES

MIN (mm) MAX (mm)

RPOCVK14DS 1/4”

SHORT

177 494

RPOCVK38DS 3/8” 177 1080

RPOCVK12DS 1/2” 210 692

RPOCVK14DL 1/4”

LONG

200 894

RPOCVK38DL 3/8” 200 2080

RPOCVK12DL 1/2” 210 1092

ORDER 
CODE

PORT
Ø(mm)

KIT 
SIZE

PORT CENTRES VALVE STYLE
(type)

MIN (mm) MAX (mm)

RPCVK14PDS 1/4”

SHORT

124 283 PORT MOUNT

RPCVK14DS 1/4” 228 542 STANDARD

RPCVK38PDS 3/8” 127 287 PORT MOUNT

RPCVK38DS 3/8” 168 486 ‘DIN’ STYLE

RPCVK12DS 1/2” 244 308 ‘DIN’ STYLE

RPCVK14DM 1/4”

MEDIUM

228 942 STANDARD

RPCVK38DM 3/8” 198 1086 ‘DIN’ STYLE

RPCVK12DM 1/2” 244 708 ‘DIN’ STYLE

RPCVK14DL 1/4”

LONG

228 2142 STANDARD

RPCVK38DL 3/8” 198 2086 ‘DIN’ STYLE

RPCVK12DL 1/2” 244  1108 ‘DIN’ STYLE

‘DIN-2523’ - VALVE KIT

‘PORT MOUNT’ - VALVE KIT

DOUBLE ACTING ‘OVER CENTRE’ - VALVE KIT

‘STANDARD’ - VALVE KIT

STEEL - ZINC PLATED
DOUBLE ACTING - INCLUDING PIPES, BANJOS & FITTINGS
SHORT & LONG PORT CENTRE VERSIONS
OPENING PRESSURE - 0.5 BAR
PILOT RATIO = 1:4 ► 1:4.5
MAX PRESSURE 350 BAR

STEEL - ZINC PLATED
DOUBLE ACTING - INCLUDING PIPES, BANJOS & FITTINGS
SHORT, MEDIUM & LONG PORT CENTRE VERSIONS
STANDARD, PORT MOUNTED & DIN VERSIONS
OPENING PRESSURE - 0.5 BAR
PILOT RATIO = 1:4 ►1:4.5
MAX PRESSURE 300 BAR

PILOT OPERATED CHECK VALVE KITS

98 STEERFORTH

OVERCENTRE VALVE KITS


