
ORDER                  
CODE

BORE 
Ø(mm)

S            
Ø(mm)

D          
Ø(mm)

F              
(mm)

THREAD   
Ø(mm)

LF           
(mm)

A             
(mm)

RP127* 25 16 35 18 28 x 1.5 12 -
RP128* 30 16 40 6 34 x 1.5 15 27

RP128A* 32 16 42 6 36 x 1.5 15 27

RP129 32 20 42 6 36 x 1.5 15 27

RP130 35 20 44 8 39 x 1.5 19 32

RP130A 35 22 44 8 39 x 1.5 19 32

RP131 (1) 40 20 49 8 44 x 1.5 19 32

RP131A 40 22 49 8 44 x 1.5 19 32

RP131B (1) 40 25 49 8 44 x 1.5 19 32

RP131C 40 28 49 8 44 x 1.5 19 32

RP132 45 22 54 8 49 x 1.5 19 32

RP132A 45 25 54 8 49 x 1.5 19 32

RP133C 50 20 59 8 54 x 1.5 22 35

RP133 (1) 50 25 59 8 54 x 1.5 22 35

RP133F 50 28 59 8 54 x 1.5 22 35

RP133A (1) 50 30 59 8 54 x 1.5 22 35

RP133E 50 32 59 8 54 x 1.5 22 35

RP133B 50 35 59 8 54 x 1.5 22 35

RP133D 55 25 64 8 60 x 1.5 21 35

RP134 55 30 64 8 60 x 1.5 21 35

RP134A 55 35 64 8 60 x 1.5 21 35

RP134B 60 25 69 10 64 x 1.5 27 40

RP135 (1) 60 30 69 10 64 x 1.5 27 40

RP135A (1) 60 35 69 10 64 x 1.5 27 40

RP135B (1) 60 40 69 10 64 x 1.5 27 40

RP135H 60 45 69 10 64 x 1.5 27 40

RP135C 63 30 73 10 68 x 1.5 25 40

RP135F 63 32 73 10 68 x 1.5 25 40

RP135D 63 35 73 10 68 x 1.5 25 40

RP135G 63 36 73 10 68 x 1.5 25 40

RP135E 63 40 73 10 68 x 1.5 25 40

RP135J 63 45 73 10 68 x 1.5 25 40

RP136 65 30 74 10 69 x 1.5 25 40

RP136A 65 35 74 10 69 x 1.5 25 40

RP136B 65 40 74 10 69 x 1.5 25 40

RP136F 65 45 74 10 69 x 1.5 25 40

RP137E 70 25 79 10 74 x 1.5 27 40

RP137 70 30 79 10 74 x 1.5 27 40

RP137A (1) 70 35 79 10 74 x 1.5 27 40

RP137B (1) 70 40 79 10 74 x 1.5 27 40

RP137D 70 45 79 10 74 x 1.5 27 40
RP137C 70 50 79 10 74 x 1.5 27 40
RP138 75 30 89 10 80 x 2 33 50

RP138A 75 35 89 10 80 x 2 33 50
RP138B 75 40 89 10 80 x 2 33 50

ORDER                  
CODE

BORE 
Ø(mm)

S            
Ø(mm)

D          
Ø(mm)

F              
(mm)

THREAD   
Ø(mm)

LF           
(mm)

A             
(mm)

RP138C 75 45 89 10 80 x 2 33 50
RP139E 80 30 94 10 85 x 2 33 50
RP139 80 35 94 10 85 x 2 33 50

RP139A (1) 80 40 94 10 85 x 2 33 50
RP139B 80 45 94 10 85 x 2 33 50
RP139C 80 50 94 10 85 x 2 33 50
RP139F 80 55 94 10 85 x 2 33 50
RP139D 80 60 94 10 85 x 2 33 50
RP140 85 35 99 10 90 x 2 33 50

RP140A 85 40 99 10 90 x 2 33 50
RP140B 85 45 99 10 90 x 2 33 50
RP140C 85 50 99 10 90 x 2 33 50
RP141 90 40 104 10 95 x 2 33 50

RP141A 90 45 104 10 95 x 2 33 50
RP141B 90 50 104 10 95 x 2 33 50
RP141C 90 60 104 10 95 x 2 33 50
RP142 100 40 114 12 105 x 2 51 70

RP142A 100 45 114 12 105 x 2 51 70
RP142B 100 50 114 12 105 x 2 51 70
RP142C 100 60 114 12 105 x 2 51 70
RP142J 100 63 114 12 105 x 2 51 70
RP142D 100 70 114 12 105 x 2 51 70
RP142E 110 45 124 12 115 x 2 41 60
RP142F 110 50 124 12 115 x 2 41 60
RP142G 110 60 124 12 115 x 2 51 70
RP142H 110 70 124 12 115 x 2 51 70
RP143C 120 50 139 12 125 x 2 49 70
RP143 120 60 139 12 125 x 2 49 70

RP143A 120 70 139 12 125 x 2 49 70
RP143B 120 80 139 12 125 x 2 49 70
RP144 125 60 144 12 130 x 2 59 80

RP144A 125 70 144 12 130 x 2 59 80
RP144D 125 80 144 12 130 x 2 59 80
RP144E 125 90 144 12 130 x 2 59 80
RP144B 140 70 159 12 145 x 2 59 80
RP144C 140 80 159 12 145 x 2 59 80
RP145 150 70 169 12 155 x 2 69 90

RP145A 150 80 169 12 155 x 2 69 90
RP146 160 80 179 12 165 x 2 69 90

RP146A 160 90 179 12 165 x 2 69 90
RPCG30180100 180 100 210 18 188 x 2.5 58 92
RPCG30180120 180 120 210 18 188 x 2.5 58 92
RPCG30200100 200 100 218 18 208 x 2.5 58 92
RPCG30200120 200 120 218 18 208 x 2.5 58 92
RPCG30250120 250 120 268 18 258 x 2.5 80 117
RPCG30250150 250 150 268 18 258 x 2.5 80 117

* = ALUMINIUM UNI 2011-11S
(1) = SIZE CAN BE SUPPLIED IN AISI 316 GRADE STAINLESS STEEL - PLEASE QUOTE ’SS’ IN PART NUMBER, I.E: RPSS131

RP127

CAST IRON -  UNI5007-G25
ALUMINIUM - UNI2011-11S

SINGLE & DOUBLE ACTING APPLICATION
 MAXIMUM PRESSURE 250 BAR

(N.B: CERTAIN SIZES ARE AVAILABLE IN STAINLESS STEEL - PLEASE ENQUIRE)

THREADED HEAD BUSH / GLANDS

STEERFORTH 113


