
ORDER                  
CODE

BORE 
Ø(mm)

S            
Ø(mm)

A             
(mm)

LF            
(mm)

G
Ø(mm)

THREAD            
Ø(mm)

RP025* 25 11 30.5 23

M3

10 x 1.5
RP026* 30 13 30.5 23 12 x 1.5
RP027 32 13 33 25 12 x 1.5

RP028 35 13 40 32 12 x 1.5

RP029 40 17 42 32

M4

16 x 1.5

RP030 45 17 42 32 16 x 1.5

RP031 50 21 44 32 20 x 1.5

RP032 55 21 44 32 20 x 1.5

RP033 60 25 46 31

M5

24 x 2

RP034 63 25 46 31 24 x 2

RP035 65 25 46 31 24 x 2

RP036 70 25 49 34 24 x 2

RP037 75 28 52 37

M6

27 x 2

RP038 80 28 52 37 27 x 2

RP039 85 28 52 37 27 x 2
RP040 90 35 52 37 33 x 2
RP041 100 35 54 39 33 x 2

RP042** 110 42 57 42

M8

39 x 3

RP043** 120 45 57 42 42 x 3

RP044** 125 45 59 44 42 x 3

RP045** 140 51 65 47 48 x 3

RP046** 150 51 65 47 48 x 3

RP047** 160 54 65 47 52 x 3

ORDER                  
CODE

BORE 
Ø(mm)

S            
Ø(mm)

A             
(mm)

LF            
(mm)

G
Ø(mm)

THREAD            
Ø(mm)

RP048* 30 13 30 22.5

M3

12 x 1.5
RP049 32 13 30 22 12 x 1.5

RP050 35 13 30 22 12 x 1.5

RP051 40 17 32 22

M4

16 x 1.5

RP052 45 17 32 22 16 x 1.5

RP053 50 17 32 22 16 x 1.5

RP054 55 21 35 23 20 x 1.5

RP055 60 25 40 25

M5

24 x 2

RP056 63 25 40 25 24 x 2

RP057 65 25 40 25 24 x 2

RP058 70 25 40 25 24 x 2

RP059 75 28 45 30

M6

27 x 2

RP060 80 28 45 30 27 x 2

RP061 85 28 45 30 27 x 2
RP062 90 35 48 33 33 x 2
RP063 100 35 48 33 33 x 2

RP064** 110 42 50 35

M8

39 x 3

RP065** 120 45 50 35 42 x 3

RP066** 125 45 52 37 42 x 3

RP067** 140 51 55 40 48 x 3

RP068** 150 51 55 40 48 x 3

RP069** 160 54 60 45 52 x 3

PLEASE NOTE: THREADED PISTONS ARE NOT SUITABLE FOR USE WITH STANDARD RAMPARTS® 
RODS.

* = ALUMINIUM UNI 2011-11S
** = STEEL UNI-C40

PLEASE NOTE: THREADED PISTONS ARE NOT SUITABLE FOR USE WITH STANDARD RAMPARTS® 
RODS.

* = ALUMINIUM UNI 2011-11S
** = STEEL UNI-C40

STEEL -  9SMN28 & UNI5007-G25
ALUMINIUM - UNI-2011-11S

COMPLETE WITH SEALS
SINGLE & DOUBLE ACTING APPLICATION

MAXIMUM PRESSURE 250 BAR
LOCKING GRUB SCREW VERSION

STEEL -  9SMN28 & UNI-C40
ALUMINIUM - UNI-2011-11S

COMPLETE WITH SEAL & WEAR RING
12 M/SEC MAXIMUM SPEED RATING

SINGLE & DOUBLE ACTING APPLICATION
MAXIMUM PRESSURE 250 BAR

HIGH SPEED PISTONS

STEERFORTH 115

THREADED PISTONS


