
ORDER                  
CODE

BORE 
Ø(mm)

S            
Ø(mm)

A             
(mm)

R          
(mm)

D            
(mm)

RP170SK 40 15 27 5 27
RP171SK 50 21 30 5 36
RP172SK 60 25 35 5 45

RP173SK 70 25 35 5 45

RP174SK 80 28 40 6 50

RP175SK 100 35 40 6 60

SINGLE WEAR RING PISTON (DRAWING 2)

ORDER                  
CODE

BORE 
Ø(mm)

THREAD           
Ø(mm)

A             
(mm)

INT             
Ø(mm)

H
Ø(mm)

RPCTTB030 30 12 x 1.5 14 20 3 (x4)
RPCTTB035 35 14 x 1.5 14 23 4 (x4)

RPCTTB040 40 14 x 1.5 14 27 4 (x4)

RPCTTB045 45 16 x 1.5 14 32 4 (x4)

RPCTTB050 50 20 x 1.5 14 34 5 (x4)

RPCTTB055 55 20 x 1.5 18 38 5 (x4)

RPCTTB060 60 20 x 1.5 18 42 6 (x4)

RPCTTB070 70 24 x 2 20 50 7 (x4)

RPCTTB080 80 27 x 2 20 60 7 (x4)

RPCTTB085 85 27 x 2 20 65 7 (x4)

RPCTTB090 90 33 x 2 22 68 7 (x6)

RPCTTB100 100 33 x 2 22 76 8 (x6)

RPCTTB110 110 39 x 3 22 86 8 (x6)

RPCTTB120 120 39 x 3 22 93 10 (x6)

ORDER                  
CODE

BORE 
Ø(mm)

S            
Ø(mm)

A             
(mm)

RPSA040 40 15 20
RPSA050 50 20 25

RPSA060 60 20 25

RPSA063 63 24 25

RPSA070 70 27 28

RPSA080 80 27 28

RPSA090 90 33 30

RPSA100 100 33 30

DOUBLE WEAR RING PISTON (DRAWING 1)

ORDER                  
CODE

BORE 
Ø(mm)

THREAD           
Ø(mm)

A             
(mm)

INT             
Ø(mm)

H
Ø(mm)

RPCTT030 30 12 x 1.5 35 20 3 (x4)
RPCTT035 35 14 x 1.5 35 23 4 (x4)

RPCTT040 40 14 x 1.5 35 27 4 (x4)

RPCTT045 45 16 x 1.5 35 32 4 (x4)

RPCTT050 50 20 x 1.5 35 34 5 (x4)

RPCTT055 55 20 x 1.5 40 38 5 (x4)

RPCTT060 60 20 x 1.5 40 42 6 (x4)

RPCTT070 70 24 x 2 45 50 7 (x4)

RPCTT080 80 27 x 2 45 60 7 (x4)

RPCTT085 85 27 x 2 45 65 7 (x4)

RPCTT090 90 33 x 2 50 68 7 (x6)

RPCTT100 100 33 x 2 50 76 8 (x6)

RPCTT110 110 39 x 3 55 86 8 (x6)

RPCTT120 120 39 x 3 55 93 10 (x6)

PLEASE NOTE: PISTONS NOT SUITABLE FOR USE WITH STANDARD RAMPARTS® RODS.

PLEASE NOTE: THREADED PISTONS ARE NOT SUITABLE FOR USE WITH STANDARDRAMPARTS® RODS.

PLEASE NOTE: PISTONS NOT SUITABLE FOR USE WITH STANDARD RAMPARTS® RODS.

MILD STEEL -  9SMN28
COMPLETE WITH SEALS
SINGLE & DOUBLE ACTING APPLICATION
MAXIMUM PRESSURE 200 BAR

MILD STEEL -  9SMN28
COMPLETE WITH WEAR RINGS
MAXIMUM PRESSURE 250 BAR

MILD STEEL -  9SMN28
COMPLETE WITH SEALS
SINGLE  ACTING APPLICATION
MAXIMUM PRESSURE 250 BAR

SHORT PISTONS

116 STEERFORTH

DISPLACEMENT PISTONS

NEW!              SINGLE ACTING PISTONS


