STEEL - UNI-C40
SUPPLIED WITH GRUB SCREW
21 M6 28

RPHD0148 30 20x1.5 40 MAXIMUM PRESSURE 350 BAR

NEW!| RPHDNV050 50 25 Mé 28 22x1.5 40
* RPHDNV014C 60 30 Mé 30 27x2 45
RPHDNV014D 63 30 Mé 30 27x2 45
RPHDO015 70 40 Mé 41 30x2 56
NEW! | RPHDNV070 70 35 Mé 41 33x2 56
~ RPHDO016 80 40 M6 41 30x2 56
NEW! | RPHDNV080 80 40 Mé 41 33x2 56
"~ RPHDO017 90 38 M6 40 36x3 55
NEW! | RPHDNV090 90 43 Mé 47 40 x 2 55
 RPHDNV018 100 45 M6 41 42x2 56
RPHDNV019 110 50 M8 55 48 x3 70
RPHD020 120 50 M8 55 48 x 3 70
NEW!| RPHDNV120 120 54 M8 55 52x2 70
 RPHDO020A 125 51 M8 55 48 x 3 70
NEW! | RPHDNV125 125 54 M8 57 52x2 70
~ RPHDO021 140 50 M8 57 48 x 3 75
NEW!| RPHDNV140 140 67 M8 61 64 x 3 75
RPHDO021A 150 56 M8 60 52x3 80
NEW!| RPHDNV150 150 67 M8 64 64 x 3 80 =)

RPHD022 160 56 M8 60 52x3 80 <C (W

NEW{ RPHDNV160 160 76 M8 64 74x3 80 E %

RPHD180 180 920 M10 85 80x2 115 T m

RPHD200 200 100 M10 85 90 x 2 115 = Q

RPHD220 220 110 M10 920 100 x 2 120 &

RPHD250 250 125 M10 100 115x3 130
RPHD300 300 150 M12 105 140x 3 140
PLEASE NOTE: ALL HEAVY DUTY PISTONS ARE NOT SUITABLE FOR USE WITH

STANDARD RAMPARTS® RODS.

RPHDNV PISTONS DESIGNED IN ACCORDANCE WITH DNV PART 4 CHAPTER 7 RULES.

STEEL - FE510 A105
60 17

RPHD023A 50 4 2
RPHD023 50 65 17 4 -
RPHDO024A 60 70 19 4 2
RPHD024 60 75 19 4 -
RPHD024B 63 75 19 4 -
RPHD025A 70 80 22 4 2
RPHD025 70 85 22 4 2 24.25x 8
RPHD025B 75 20 22 4 -
RPHD026 80 95 25 4 2
RPHD026B 80 100 25 4 2
RPHD026C 85 100 25 4 -
RPHD027B 90 105 26 4 -
RPHD027 90 110 26 4 -
RPHD028B 100 115 30 4 2
RPHD028 100 120 30 4 2
RPHD029A 110 125 31 7 -
RPHD029 110 130 31 7 -
RPHD030 120 140 34 7 -
RPHD030B 120 145 34 7 -
RPHD030C 125 145 35 7
RPHD030D 125 150 35 7 - 2625 x12
RPHD031 140 160 40 7 -
RPHD031B 140 170 40 7 -
RPHD031C 150 170 42 7 -
RPHD031D 150 180 42 7 -
RPHD032 160 180 45 7 -
RPHDO032A 160 190 45 10 -

STEERFORTH




