
STANDARD ROD
 BELLOWS 

ALSO AVAILABLE!

SEE PAGES 150-151

ORDER                  
CODE

S 
Ø(mm)

I
Ø(mm)

C
(mm)

B
(mm)

A
(mm)

STROKE
(mm)

THREAD
Ø(mm)

SUITABLE FOR 
CYLINDER 

BORE Ø 

AF
(mm)

D
Ø(mm)

LF
(mm)

RP810

20 15 35 23

238 100

14 x 1.5 40 18 16 x 1.5 30

RP811 338 200

RP812 438 300

RP813 538 400

RP814 638 500

RP815

30 20 35 30

258 100

20 x 1.5 50 26 20 x 1.5 40

RP816 358 200

RP817 458 300

RP818 558 400

RP819 658 500

RP820

35 24 40 35

285 100

24 x 2 60, 63 & 70 32 27 x 2 50

RP821 385 200

RP822 485 300

RP823 585 400

RP824 685 500

RP825

40 27 45 30

297 100

27 x 2 60, 63 & 70 36 30 x 2 60

RP826 397 200

RP827 497 300

RP828 597 400

RP829 697 500

RP830

50 27 45 38

328 100

27 x 2 80 45 36 x 2 70

RP831 428 200

RP832 528 300

RP833 628 400

RP834 728 500

RP835

50 33 45 43

355 100

33 x 2 100 45 36 x 2 70

RP836 455 200

RP837 555 300

RP838 655 400

RP839 755 500

STEEL -  EN8 GRADE DIN UNI CK45 (SAE 1045)
CHROME - 25 MICRON (±5) HARD CHROME PLATED

CHROME PLATED RODS

132 STEERFORTH

PLAIN MATERIAL


