
ORDER                  
CODE

P
Ø(mm)

D
(mm)

A
(mm)

S
(mm)

H
(mm)

D1
(mm)

D2
(mm)

LF
(mm)

LB
(mm)

S1
(mm)

DYNAMIC 
LOAD
(kn)

STATIC 
LOAD
(kn)

TAPR12CE (1) 12 32 54 11 38 16 32 12 x 1.25 17 12 10.8 24.5

TAPR16CE 16 40 64 13 44 21 40 14 x 1.5 19 16 17.6 36.5

TAPR20CE 20 47 77 17 52 25 47 16 x 1.5 23 20 30 48

TAPR25CE 25 58 96 22 65 30 54 20 x 1.5 29 25 48 78

TAPR32CE 32 71 118 28 80 38 66 27 x 2 37 32 67 114

TAPR40CE 40 90 146 33 97 47 80 33 x 2 46 40 100 204

TAPR50CE 50 109 179 41 120 58 96 42 x 2 57 50 156 310

TAPR63CE 63 136 213 53 140 70 114 48 x 2 64 63 255 430

TAPR70CE* 70 155 245 57 160 80 135 56 x 2 76 70 315 540

TAPR80CE* 80 170 270 67 180 90 148 64 x 3 86 80 400 695

TAPR90CE* 90 185 296 72 195 100 160 72 x 3 91 90 490 750

TAPR100CE* 100 211 322 85 210 110 178 80 x 3 96 100 610 1060

TAPR110CE* 110 235 364 88 235 125 190 90 x 3 106 110 655 1200

TAPR125CE* 125 265 406.5 103 260 135 200 100 x 3 113 125 950 1430

TAPR160CE* 160 326 488 130 310 165 250 125 x 4 126 160 1370 2200

TAPR200CE* 200 418 620 162 390 215 320 160 x 4 161 200 2120 3650

ORDER                  
CODE

P
Ø(mm)

D
(mm)

A
(mm)

S
(mm)

H
(mm)

D1
(mm)

D2
(mm)

LF
(mm)

LB
(mm)

S1
(mm)

DYNAMIC 
LOAD
(kn)

STATIC 
LOAD
(kn)

TAPR12S(1) 12 35 58 8 42 17 40 10 x 1.25 15 10 10.8 17

TAPR16S(2) 16 45 69 11 48 21 45 12 x 1.25 17 14 21.1 28.5

TAPR20S(2) 20 55 83 13 58 25 55 14 x 1.5 19 16 30 42.5

TAPR25S 25 65 99 17 68 30 62 16 x 1.5 23 20 48 67

TAPR30S 30 80 123 19 85 36 77 20 x 1.5 29 22 62 108

TAPR40S 40 100 153 23 105 45 90 27 x 2 37 28 100 156

TAPR50S 50 120 188 30 130 55 105 33 x 2 46 35 156 245

TAPR60S 60 160 230 38 150 68 134 42 x 2 57 44 245 380

TAPR80S* 80 205 282.5 47 185 90 156 48 x 2 64 55 400 585

TAPR100S* 100 240 357.5 55 240 110 190 64 x 3 86 70 610 865

* = MATERIAL: NODULAR CAST IRON
(1) = NON-LUBRICATABLE.

* = MATERIAL: NODULAR CAST IRON
(1) = NON-LUBRICATABLE
(2) = LUBRICATION VIA GREASING HOLE.

INSERT PLAIN BEARING TYPE ‘SRC’
ISO12240-1 - SERIES W

DIN24338 - ISO6982 - ISO8132
FITTED WITH GREASE NIPPLE

STEEL / STEEL COUPLING

INSERT PLAIN BEARING TYPE ‘SR’
ISO12240-1 - SERIES W

DIN24555 - ISO8133
 FITTED WITH GREASE NIPPLE

STEEL / STEEL COUPLING

WELD ON ENDS - TS...C SERIES THREADED ENDS - TAPR...CE SERIES 

THREADED ENDS - TAPR...S SERIES 

STEERFORTH 179


