
ORDER                  
CODE
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Ø(mm)
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L1             
(mm)

P
Ø(mm)

C
(mm)

CM   
(mm)

CM1             
(mm)

J             
Ø(mm)

T             
Ø(mm)
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(kgs)

HFRT125100

30 40 25

190 100

3/8" 40 14.1 38 24 35 22 40

1.7

HFRT125150 240 150 2.0

HFRT125200 290 200 2.5

HFRT125250 340 250 2.9

HFRT125300 390 300 3.3

HFRT230200

40 50 30

300 200

3/8" 42 16.2 42 26 37 27 50

3.6

HFRT230250 350 250 4.2

HFRT230300 400 300 4.8

HFRT230350 450 350 5.3

HFRT230400 500 400 5.9

HFRT230550 650 550 7.3

HFRT230700 800 700 9.2

HFRT340200

50 60 40

330 200

3/8" 47 23.1 54 32 49 37 60

6.0

HFRT340250 380 250 6.9

HFRT340300 430 300 7.7

HFRT340350 480 350 8.5

HFRT340400 530 400 9.4

HFRT340550 680 550 11.7

HFRT340700 830 700 14.1

HFRT345200

50 60 45

330 200

3/8" 47 23.1 56 34 49 42 60

6.8

HFRT345250 380 250 7.7

HFRT345300 430 300 8.7

HFRT345350 480 350 9.7

HFRT345400 530 400 10.6

HFRT450300

60 70 50

460 300

3/8" 50 25.5 74 49 65 47 65

11.8

HFRT450400 560 400 14.0

HFRT450550 710 550 17.5

HFRT450700 860 700 21.0

HFRT560200

70 80 60

360 200

3/8" 50 25.25 61 36 57 57 75

12.3

HFRT560300 460 300 15.4

HFRT560400 560 400 18.6

HFRT560550 710 550 23.3

HFRT560700 860 700 28.0

HFRT570300

80 92 70

509 300

3/8" 55 30.25 96 66 90 67 85

22.7

HFRT570400 609 400 27.0

HFRT570500 709 500 31.3

PLEASE NOTE THAT THE ‘HFRT’ CLINDER RANGE IS NOT AVAILABLE IN RAMPARTS® KIT FORMAT.

SINGLE ACTING HYDRAULIC DISPLACEMENT CYLINDER
MAX PRESSURE = 210  BAR (CONTINUOUS) ► 250 BAR (INTERMITTENT)

MAX SPEED = 0.5 M/S
OPERATING TEMPERATURE (°C) = +80°C ► -25°C

TUBE MATERIAL = STEEL - ST52.3 - DIN2393 - ISO H9
ROD MATERIAL = STEEL - UNI C45 (SAE 1045) - 25 MICRON (±5) - EN8 GRADE
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